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o Built-in Modular 12’ DC Battery Connection Extension Cable “ Built-in

12’Ext Cable

o Perfect for Vehicles with Low Power Draw
o Pulse Desulfation Technology -- Extends Battery Life o
e Built-in LCD Digital Battery Tester (Tests The Battery, Load Tests s €
® & Tests The Charging System)
® Prevents Premature Battery Replacement
® Works with SLA, GEL, Dry Cell, AGM, Deep Cycle
and Spiral Cell Batteries.
® Plugs Directly Into The Wall -- Plug and Play

SPECIFICATIONS:

INPUT CHARACTERISTS: AC INPUT: 90 - 264V AC FREQUENCY: 47Hz - 63 Hz
INPUT CURRENT: .25 AMPS HOLD UP TIME: 8mSEC

PROTECTION: INPUT FUSED .750 AMPS (OC) OVER CURRENT (OV) OVER VOLTAGE
(SC) SHORT CIRCUIT (RP) REVERSE POLARITY

OUTPUT CHARACTERISTICS: 06.8 VDC .75 AMPS - 10 WATT (P/N 1000)

13.6 VDC .75 AMPS - 10 WATTS (P/N 1000) RIPPLE & NOISE 120 mV or less
ENVIRONMENT: 0 - 40DEGREES(C), 20 - 80% HUMIDITY

WARRANTY: 12 MONTH LIMITED WARRANTY

DIMENSIONS: 1 LBS - 4.0" X 2.5" X1.5"
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